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Explosion-proof finned-tube heaters

Functional description Advantages

- Certified according to ATEX, [ECEx and CSA
The explosion-proof rib tube heaters are designed for - Temperature class T2, T3 and T4 available
frost protection and maintaining higher - Capacities from 500W to 2kW
temperatures in small work and storage areas where « Protection class IP66 connection housing
ATEX certification is required. The heaters are - Corrosion-resistant powder-coated
applicable in gas group zone 1and zone 1(lIA, IIB, IIC) « Applicable in ambient temperatures from
and dust group zone 21 and 22 (IlIA, llIB, lIIC). 60 °C to + 60 °C

« Excluding thermostat, external thermostat
Applications include offshore locations, paint optionally available

environments, gas plants, containers, fireworks
factories, dust environments, battery stores, gasoline
pumps and ammunition storage.

The heater can be used for floor and wall mounting.

Specifications

Certification

ATEX [ IECEX1I 2 G

Exd IC T2 to T4 Gb, zone 1 and zone 2
EX t IIIC T300 to T135 °CDb, zone 21 and zone 22
CU TR (EAC) and KGS

Housing Steel, powder coated
Attachment Supplied with pre-drilled mounting legs as standard
Voltage Other voltages upon request
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Table type

Type T-class Power Voltage Length ‘A’ Length ‘B’ Weight
(watt) (volt) (mm) (mm) (kg)
FWD-500-T3 3 500 240 800 670 9
FWD-1000-T3 3 1000 240 1300 1170 12
FWD-1500-T3 3 1500 240 1900 1770 17
FWD-2000-T3 3 2000 240 2450 2320 20
FWD-500-T4 4 500 240 1300 1170 12
FWD-750-T4 4 750 240 1900 1770 17
FWD-1000-T4 4 1000 240 2450 2320 20
Table type
Type T-class Power Voltage Length ‘A’ Length ‘B’ Weight
(watt) (Volt) (mm) (mm) (kg)
FWDT-500-T3 3 500 240 800 670 9
FWDT-1000-T3 3 1000 240 1300 170 12
FWDT-1500-T3 3 1500 240 1900 1770 17
FWDT-2000-T3 3 2000 240 2450 2320 20
FWDT-500-T4 4 500 240 1300 1170 12
FWDT-750-T4 4 750 240 1900 1770 17
FWDT-1000-T4 4 1000 240 2450 2320 20
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