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Barrel heating

Heating Group International
Bijsterhuizen 5118
6604 LX Wijchen

Product description

Drum heaters are used to maintain the temperature 
and to heat and/or melt the contents of drums and 
barrels.

Our range of drum heaters is the widest on the 
Dutch market. Heating Group International supplies 
not only silicone but also metal drum heaters.

www.heatinggroup.com

Types of designs
Barrel heating is available in various designs. 
Silicone heating bands, heating plates, and 
complete heating chambers are available.

Areas of application

The areas of application are very 
diverse. Anywhere where liquids in 
tanks or barrels need to be kept at a certain 
temperature .

This includes the food industry and the 
petrochemical industry. Well-known applications 
are bitumen tanks and LNG tanks. 
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Tank heating

Standard versions for 200L drums: 
Dimensions 
Power 
Connection voltage 

1665mm x 180mm  
1000W & 1500W  
230V AC 

Other dimensions and capacities are available on request. 

Silicone barrel heating band

Barrel heating blanket, Type HISD 

Low temperature version; also  for plastic barrels 
Water-repellent, flame-retardant, and chemically resistant
Teflon-coated polyester jacket with polyester insulation
Convenient adjustable plastic quick-release fastener
0°C-90°C control thermostat
3000 mm connection cable 

Standard versions: 
Barrel capacity Capacity Length Width

1020mm 400mm
1250mm 460mm
1650mm 370mm

25L 
50L 
105L 
200L 

200W 
250W 
400W 
450W 1950mm 450mm

Other dimensions and capacities are available on request. 

Barrel heating blanket, Type HTSD 
High temperature version
Water-repellent, flame-retardant, and chemically resistant 
Teflon-coated polyester jacket with glass blanket insulation 
Convenient adjustable plastic quick-release fastener
20°C-200°C control thermostat
3000mm connection cable 

Standard versions: 
Contents of 
container 

Power            Length        Width 

1020mm 400mm

1250mm 440mm
1650mm 440mm

25L 

50L 
105L 

200L

380W 

450W 
700W 
1200W 1950mm 800mm

Other dimensions and capacities are available on request. 
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Flexible silicone fiber-reinforced heating tape 
Double insulated
Resistant to high temperatures
Convenient spring closure (stainless steel)
20°C-120°C control thermostat 2000mm connection cable 
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Mobile drum heating jacket

Robust stainless steel design  
Mobile 
Easy to place the barrel  thanks to the split design Plastic 
handles 
Convenient quick-release fasteners 
Jacket and lid are thermally insulated 
Heating by closed tube elements  
30°C-120°C control thermostat 
On/off switch 
Only suitable for metal barrels, max. 200L 

ø750mm x900mm (inner dia. 630mm) 
4000W   
230V AC or 3x400V + N 
IP44 
30°C-120°C 
power supply available and heating on 

Robust design
Resistant to high temperatures Plastic 
handles
Convenient quick-release fasteners
30°C-110°C control thermostat 165°C
Temperature protection with reset button
1500mm connection cable 

Standard versions for 200L drums: 
Dimensions 
Power 
Connection voltage 

ø580mm x 200mm 
1000W, 1500W, 2000W and 3600W 
230V AC (3600W in 3x400V) 

Other dimensions and capacities are available on request. 

Metal barrel heater

Specifications

Dimensions
Power
Connection voltage
Protection class
Control thermostat
Signal lamps  
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Explosion-proof induction heater

Safe, efficient, fast, and maintenance-free heating 
Waterproof (IP66) and chemically resistant
Jacket stays cooler than barrel due to contactless heating 
Suitable for potentially explosive environments
Only suitable for metal barrels, max. 200L 5000mm connection 
cable 

ø743mm x 711mm (inner dia. 611mm) 
2250W  (2750W start-up power) 
240V AC 
IP66 
BAS 01 ATEX 2028X 2GD EExe II T3 

IBC container heating, type HIBC

Suitable for 1000L IBC containers
High temperature version
Water-repellent, flame-retardant, and chemically resistant 
Teflon-coated polyester jacket with polyester insulation 
Convenient adjustable plastic quick-release fastener  
Control thermostat -5°C-40°C or 0°C-90°C  
Two heating zones for upper and lower half 3000mm 
connection cable
Cover optional 

Specifications

Dimensions 
Power Supply 
voltage 
Protection class 
Ex certificate 
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