
W H E N R E L I A B I L I T Y M A T T E R S !



Technical specifications 

Standard dimensions 

Thickness 

Temperature 

Ozone resistance 

Gas permeability 

Steam resistance 

Resistance to mould and bacteria 

Flammability 

Good chemical resistance 

Thermal conductivity coefficient 

Specific heat 

Maximum width 940mm, maximum length 3,000mm 

Larger sizes are possible, subject to prior engineering review 

Non-adhesive 0.7 - 3.0mm, self-adhesive 0.8 - 3.0mm 

Non-adhesive -B0°e to +200°e continuous, +230°e for a short period, 

self-adhesive -B0°e to +180°e continuous, +230°e for a short period 

Highly resistant to weather conditions and ageing 

Very good 

Sufficient 

Good up to +130°e (2.5 bars) 

Very good 

Various flame-retardant materials are available 

Acetone, alcohol, formic acid, brake fluid, acetic acid, fats, solvents, 

hydrochloric acid, sulphuric acid, waxes, plasticisers 

0,22 w/mK 

l,B23 J/kgK 

Installation and attachment 
If permanent mounting is possible, the heating mats are usually coated with an adhesive (max. +180°e). This type 
of heating mat can be installed quickly and easily as the level of adhesion on most surfaces is excellent. If the 
heating mat needs to be removable, other attachment methods are available such as mounting eyes, springs, 
cam buckle straps and Velcro. 
To control the temperature of the heating mats, Heating Group International supplies a standard range of digital 
thermostats and control boxes. If temperature control is required, the mat is supplied with a PtlO0 sensor and a 
cable with connector so that it can be connected directly to this thermostat. 


