
- Quick installation
- Standard models
- Temperatures up to 400°C
- High load, up to 150 w/m

W H E N R E L I A B I L I T Y M A T T E R S !

Heating tapes

Heating Group International
Bijsterhuizen 5118
6604 LX Wijchen

Advantages
The advantages of the tapes are the 
following:

www.heatinggroup.eu

Regulation

- Advanced dual screen
- On/off, PID or program function
- Temperature adjustable by time cycle
- Solid state relay
- Possibility for modbus communication
- Thermocouple and connector included

- Laboratories
- R&D
- Skid construction

Functional description
Heating tapes are mainly used for surface heating of 
piping and tanks where a flexible heating element is 
required. 
Another advantage is that they can be used at high 
powers and high loads. 

The heating tapes are available in standard versions 
with corresponding control technology. Plug & play is 
an option.

Applications



Technical information

Standard type S

230 V
30 mm
4 mm
Fiberglass
1m, 0,75mm2

IP20
Up to 400°C

Tension 
Width
Thickness
Insulation
Cold end
Protection class
Temperature range

Length

Standard type S

411010050100P 
411000010200P
411000120200P 
411000150200P 
411000200300P 
411000250400P 
411000300400P 
411000300500P 
411000350400P 
411000400800P 
411000501000P
411000601100P 
411000751300P 
411000851600P 
411001102100P

0,5m
1,0m
1,2m
1,5m
2m
2,5m
3m
3m
3,5m
4m
5m
6m
7,5m
8,5m
11m

Tension
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V

Power
80W
165W
200W
200W
250W
365W
300W
400W
350W
600W
750W
850W
1000W
1200W
1600W

Article number



Technical information

Standard type M

230 V
14 mm
11 mm
Fiberglass
Stainless steel
1m,0,75mm2
IP20
Up to 400°C

Tension 
Width
Thickness
Insulation
Metal braiding 
Cold end
Protection class
Temperature range

Length

Standard type M

Articlenumber 

411010030000P
411010600000P 
411010110200P 
411010150200P
411010200300P 
411010250400P 
411010300500P 
411010400500P 
411010550900P
411010651000P 
411010751300P 
411010901500P

0,3m
0,6m
1,1m
1,5m
2m
2,5m
3m
4m
5,5m
6,5m
7,5m
9m

Tension

230V
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V
230V

Power

36W
66W
150W
200W
250W
310W
400W
440W
675W
780W
1000W
1175W




