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Application
Duct air heaters are used in various industries to heat air 
and other gases. Our products are relatively often used in 
combination with heat recovery, thermal energy storage, 
drying processes, climate control, and ventilation systems. 
Heating Group International manufactures customer-
specific duct air heaters, enabling us to fully meet the 
requirements of each customer.

Channel air heater construction
Depending on the applications, the duct sections can be 
manufactured from various materials. The duct is fully welded 
and has spot-welded flanges to connect the heater to the 
existing duct. The heater can also be supplied as a flanged 
plug-in heater. In that case, no duct is supplied, but the heater 
is inserted into a duct. The elements can be cast to prevent 
moisture from entering. To prevent overheating , we equip the 
heater with a safety limiter. When the temperature exceeds 
100 degrees Celsius, the connection housing is mounted at a 
distance. On request, we can divide the heating element into 
several groups.
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- On/off control
- PLC-controller
- PID-controller
- Thyristor control

		








8,5 to 16 mm
Stainless steel  (304, 321, 316 ), Incoloy (600, 800, 
825) SMO254 Max. 5MW
Up to 3x690V
Up to 2G Ohm
RVS (304, 316), galvanised steel
2 m/s

Duct air heater control
Each duct heater is built with both a safety thermostat with 
an automatic reset and a safety thermostat with a manual 
reset to prevent elements from overheating. To control the 
process, Heating Group International can build the 
necessary thermostats and control panels itself according 
to project specifications

Options in the control panels include:

Certifications

This product is certified according to: CE, UL, CSA, 
ATEX, IECex
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