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Functional description

Most heating elements on the market are made
with an outer shell of a stainless steel or incoloy.
For many mediums these materials are fine, but
when the product to be heated becomes too
corrosive or aggressive the application of these
elements is ho longer possible.

Applications

-Chemical treatment baths
-CIP
-Cleaning baths

Technical specifications

-Chemical resistant

- Standard range applicable up to 90°C
-Compact design

-Easy to install

-Maintenance free

-Suitable for wall or floor mounting
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Bottom mounting Wall mounting

Technical information Technical information
1phase 230V 3 phases 400 V
kw A B Th.  w/ kW A B Th. W/ B
cm? cm? A

05  xc<i 180 35 15 225 335 340 35 15
1 230 260 35 15 225 400 280 35 15
]-5 260 300 35 ]'5 2,25 460 255 35 ]’5 Non-submersible
15 320 260 35 15 225 530 230 35 15 Electric Conduit (E)
15 350 220 35 15 295 625 215 35 15 Standard 1 meter
15 420 210 35 15 205 1030 150 35 15 \donticaton >
2 340 280 35 15 3 320 420 35 15
% 540 200 35 15 3 410 325 35 15 -
2 290 370 35 15 3 535 270 35 15 Maximum v
2 245 410 35 15 3 640 240 35 15 Level 4
3 320 420 35 15 3 680 225 35 15
3 410 325 35 15 3 880 195 35 15 Submersible
3 535 270 35 15 3 1050 160 35 15 Non | Feube
3 640 240 35 15 37 320 420 35 15 one. | et
= 680 225 36 15 37 410 365 35 15 Sandard
3 880 195 35 ],5 3.7 535 270 85 ],5 Minimum
3 1050 160 35 15 37 640 240 35 15 Level
4 340 280 35 15 37 680 225 35 15 L~
4 540 200 35 15 37 880 195 35 15
4 200 370 35 15 37 1050 160 35 15
4 245 410 35 15
6 320 420 35 15 Healing
6 210 325 35 15 w
6 535 270 35 15
6 640 240 35 15
6 680 225 35 15 |
6 880 195 35 15 e s -
6 1050 160 35 15 (B)




Standard sizes Standard sizes
3 phases 400V (upto9kW) 3 phases 400 V (from T1kw)

kw A B Th. va{} . kw A B Th. \({lvn/n ) a0y P
e o
45 335 340 50 15 1 320 420 75 2 P il
45 400 280 50 15 1 410 325 75 2 120 i %
45 460 255 50 15 1 535 270 75 2 T e
45 530 230 50 15 I 640 240 75 2 PVC Conduit
4’5 625 215 50 ]’5 n 680 225 75 2 Non-submersible "’13:::;;,3?21
45 1030 150 50 15 I 880 195 75 2 Electric Condlut () "
6 320 420 50 15 1 1050 160 75 2 Sandard T mete 200
410 325 50 15 12 325 825 50 15 mm
6 535 270 50 15 12 420 650 50 15 AN | BUCCIUR S
6 640 240 50 15 12 550 530 50 15
6 680 225 50 15 12 640 460 50 15
6 880 195 50 ],5 12 700 430 50 ],5 Submersible
6 1050 160 50 15 12 860 380 50 15 Hlexble
74 320 420 50 15 12 1050 330 50 15 Non-heating Riser.
74 410 325 50 15 12 1400 280 50 15 zone B
74 535 270 50 15 15 325 825 50 2
74 640 240 50 15 15 420 650 50 2
74 680 225 50 15 15 550 530 50 2
74 880 195 50 15 15 640 480 50 2 ™
74 1050 160 50 15 15 700 430 50 2
9 320 420 50 15 15 860 380 50 2
410 325 50 15 15 1050 330 50 2
9 535 270 50 ],5 15 1400 280 50 2 Heating
9 640 240 50 15 e
9 680 225 50 15
9 880 195 50 15 p
9 1050 160 50 15 o) v

Heating Zone
(B)
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