HEATING GROUP
International

WHEN RELIABILITY MATTERS!

Heating Group International
Bijsterhuizen 5118
6604 LX Wijchen
The Netherlands

Mobile explosion-proof fan heaters

Functional description

Heating Group FE explosion-proof fan heaters are
designed for industrial use indoors in dry
environments. Typical areas of application for
explosion-proof fan heaters include oil refineries,
petrochemical plants, pulp and paper mills,
explosion-hazardous waste storage facilities,
wastewater treatment plants, and other
environments where specific explosion-hazardous
gases or substances may be present.

Advantages

¢ Compact and sturdy housing suitable for use
on land and at sea

e Portable and lightweight

¢ Suitable for ambient temperatures from
-40 °C to +40 °C.

¢ Avadilable in temperature classes T3 and T4.

Specifications

Models ranging from 2.5 to 23.1 kW and 220-480 V.
The core of the heater is housed in an epoxy-coated
steel casing, which also contains the motor and fan.
Adjustable louvers allow you to determine the
direction of the air flow.

Aluminum fan blades.

Zinc shutters for soot protection.

Three heating elements with low wattage.
Optionally available with a built-in thermostat.
CE/ATEX 112, EEX d IIA & IIB T3 Zones 1& 2; GOST
certification for international markets.
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Technical specifications

Air velocity

Fan speed
Motor power
Sound pressure
Air flow

Surface velocity

50 Hz: 4.8 m/s | 60 Hz 5.0 m/s

50 Hz: 1380 min-1| 60 Hz: 1460 min-1

50 Hz: 0.09 kW | 60 Hz: 0.09 kW
50 Hz: 65 dB | 60 Hz: 68 dB
50Hz: 88 m |60 Hz:9.4 m
50 Hz: 3.6 m/s | 60 Hz: 4.3 m/s

Table type
Type Voltage Phases Output T-class Airflow Air temp. difference  Max. current
V) (kw) (m3/u) (50 Hz| 60 hz) ]
MFH-5.5-220 220 1 5.5 T3 1050 | 1260 162/292(135/243 256
MFH-6-230 230 1 6 T3 1050 | 1260 177 /3181147 [ 265 26.7
MFH-5.5-240 240 1 5.5 T3 1050 | 1260 16.2/292(135/243 235
MFH-6-254 254 1 6 T3 1050 | 1260 17.7/ 3181147 [ 26.5 242
MFH-6-277 277 1 6 T3 1050 | 1260 177 /3181147 [ 265 223
MFH-5.5-380 380 1 5.5 T3 1050 | 1260 16.2/292(135/243 90
MFH-6-400 400 3 6 T3 1050 | 1260 17.7/ 3181147 [ 26.5 9.3
MFH-5.5-415 415 3 5.5 T3 1050|1260 162/292|135/243 83
MFH-6-440 440 3 6 T3 1050 | 1260 17.7/ 3181147 [ 265 85
MFH-6-480 480 3 6 T3 1050 | 1260 17.7/ 3181147 [ 265 7.8
MFH-6-600 600 3 6 T3 1050 | 1260 177/ 3181147 / 26,5 6.4
MFH-6-690 690 3 6 T3 1050 | 1260 17.7/ 3181147 [ 265 5.6




Tabel type

Type Voltage Phases Output T-class Airflow Air temp. difference  Max. current
(v) (kw) (m3/u) (50 Hz | 60 hz) »)

MFH-2.5-110 10 1 25 T4 1050 | 1260 74 [133]61/11 233
MFH-3-120 120 1 3 T4 1050 | 1260 88/159174/133 25.6
MFH-2.75-220 220 1 275 T4 1050 | 1260 81/14616.8/122 131
MFH-3-230 230 1 3 T4 1050 | 1260 8.8/159(7.4/133 13.6
MFH-2.75-240 240 1 275 T4 1050 | 1260 81/14616.8/122 121
MFH-3-254 254 1 3 T4 1050 1260 88/159]7.4/133 124
MFH-3-277 277 1 3 T4 1050 | 1260 88/159(7.4 /133 n.4
MFH-2.75-380 380 3 275 T4 1050 | 1260 81/14616.8/122 48
MFH-3-400 400 3 3 T4 1050 1260 88/159(7.4/133 49
MFH-3-415 415 3 275 T4 1050 | 1260 81/14616.8/122 4.4
MFH-3-440 440 3 3 T4 1050 | 1260 88/159(7.4/133 4.6
MFH-3-480 480 3 3 T4 1050 1260 88/159(7.4/133 43
MFH-3-600 600 3 37 T4 1050 | 1260 10.9/196191/16.4 42
MFH-3-690 690 3 37 T4 1050 | 1260 109/19.6191/16.4 37






