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Controllers
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Functional description

Every heating element, heat tracing, and electric
heater must be controlled by a temperature control
system. This can be a built-in thermostat in the
heater itself, but in most cases it is done by an
external controller.

Heating Group International offers all kinds of
control technology that is compatible with our
electric heating technology.

The market for process heating, heating elements, and
heat tracing often requires customization. The same
applies to the associated control technology, which is why
Heating Group offers various models of controllers suitable
for every application. By looking at the product and the
application, we can quickly adapt to the needs of our
clients.

Standard control boxes

In addition to controllers, standard thermostats and
custom-made switch panels can also be supplied for
controlling, among other things, element heating and
heating cables at lower power levels. See our HDT and MVT
range or the website for more information.

www.heatinggroup.com
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PID temperature controller for panel mounting

Technical possibilities

Material types Steel, Stainless steel 304/316 , Plastic

Set-up For the inside and the outside

Protection class Up to IP66

Controls on/off, PID control, 1 of 2 relay with optional alarm output
Regulations See the sensors mentioned below

Power To approx. 4kW

Voltage Up to 3x400V

Temperature Sensors

In addition to controllers, Heating Group International also
offers various types of temperature sensors.
The following types of temperature sensors are available.

Again, these can be tailored precisely to the requirements
of the project. This includes dimensions, connection type,
and design temperatures.

- PTI00

- PTI000

- NTC

-PTC

- Ni120

- Thermocouple J,K,L,N,R, S, and B, 0-20mA, 0-50mV, 0-1V, 0-10V
- Thermocouple J and K, 0-10V, 4-20mA, 0-20mA

- Thermocouple J,K,L,N, R, S, and B, 0-20mA, 0-50mV, 0-1V, 0-10V

Custom-made switch
panel: stainless steel
316 cabinet housing

divided into 4 electrical

groups

PT100 temperaturesensor





