
• Switch panels
• Fire reel cabinets
• Generators
• Instrumentation cabinets
• Acoustic boxes
• Engine blocks

W H E N R E L I A B I L I T Y M A T T E R S !

Explosion-proof cabinet heaters

Heating Group International
Bijsterhuizen 5118
6604 LX Wijchen

www.heatinggroup.eu

Certifications
ATEX / IECEx: 
II2 G D
Ex db IIC T4 – T3 Gb 
Ex tb IIIC T135°C – T200°C Db 
CU TR (EAC): 
CU-TR.012/2011 Certified 1 Ex db IIC T4…T3 Gb X 
Ex tb IIIC T135°C…T200°C Db X
CSA: 
Class I Div 2, Groups A, B, C, D T4…T3
Class II Div 2, groups E, F, G T4…T3
Class I Zone 1, AEx db IIC T4…T3 Gb
Zone 21, AEx tb IIIC T135°C…T200°C Db

ApplicationsFunctional description
Heating Group International supplies self-limiting 
and constant power explosion-proof cabinet 
heaters with the FX range. The cabinet heaters are 
used for frost protection, anti-condensation and 
temperature maintenance of smaller enclosed 
spaces. 

The FX - SR heaters are made with a self-limiting 
heating element that adjusts its power according to 
the ambient temperature. As a result, it will not exceed 
the ambient temperature due to its own operation.
The FX-FD has a constant power heating element. 
Because of this, it must be controlled with a 
thermostat. The FX-FD series comes standard with an 
inline 16°C/5°C thermostat. On request, other 
temperature ranges are possible. The FX series is 
suitable for application in Atex zone 1 or 2 (gas groups 
IIA, IIB, IIC) and zone 21 or 22 (dust groups IIIA, IIIB, IIIC).
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FXH-SR-200         T3                200 180 225 206 2,1               

FXB-FD-400        T3 400 40 325 4,5

Constant power: -60°C to +80°C (depending on version) Self-
limiting: -60°C to +180°C (T3) or +130°C (T4)

3m as standard, up to 10m on request

IP66

Constant power: 45W to 500W
Self-limiting: 50W up to and including 350W

240V (different voltage on request)

Specifications
Ambient temperatures

Connection cable

Protection class 

Power

Voltage

Temperature control Optionally available with inline thermostat or external thermostat. The constant 
power heaters come standard with inline thermostat (16°C/5°C). Other ranges 
and versions are also available on request. 
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Constant power FXB-FD (Figure 1)




