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ATEX IBC heating jacket

• Container heater suitable for 1,000-liter IBC
containers of various types and manufacturers.
The insulated cover can be used as an optional
accessory.

• Robust and flexible design for indoor and
outdoor use.

• Standard solution; customization is available,
in which case the heating jacket is adapted to
the required dimensions of the container.

• CE certified
• ATEX certified

• Low energy consumption (50 mm insulation)
• Self-regulating heating cable
• Durable, industrial-grade materials
• One-person installation
• Easy access to the drain spout and fill cap

FeaturesFunctional description
Used for chemicals and products in various 
industries, such as the automotive, 
pharmaceutical, transportation, food and 
beverage, petrochemical, and chemical industries. 
For freeze protection, temperature maintenance, 
and heating up to 90 °C.

Advantages



230 V
2400 W at 10°C
+90 °C (Plastic IBC)
T3
Terminals for power supply (EX-e)
IP65
30 kg (container heater) , 5 kg (insulation cover)

Technical specifications

Articlenumber

Nominal power

Voltage 

Operating temperature

IP rating

Total length

Capillary thermostat (ATEX)

Insulation cover dimensions

409399242400P

2400 W at 10 °C 

230 VAC

Up to 90  °C plastic IBC, up to 120 °C metal IBC  

IP65

4,40 m

0-120°C

1200 x 1000 x 50 mm

Nominal voltage
Nominal power
Max. operating temperature 
Temperature class 
Electrical connection  
Protection class 
Weight  

Type




