
• ATEX, IECEx and CSA certified
• Available in temperature class T2, T3 and T4
• Power from 250W up to 3kW
• Lightweight
• Protection class IP66 on the connection box
• Corrosion-resistant powder-coated
• Applicable in areas with temperatures from 

-60 degrees up and until 60 degrees
• Excluding the thermostat, the external 

thermostat is available as an option.

W H E N R E L I A B I L I T Y M A T T E R S !

Explosion-proof convectors

Heating Group International
Bijsterhuizen 5118
6604 LX Wijchen

Functional description

The explosion-proof convectors are designed for 
frost protection and temperature maintenance in 
small workshops and warehouses, where an ATEX 
certified product is obligatory.

The convectors are suitable for use in zone 1 and zone 
2 (IIA, IIB, IIC). These explosion-proof convectors have 
been specially developed for areas with higher 
people traffic, which makes it necessary to have 
extra protection around the heating element.

The applications of these explosion-proof convectors 
are for example on offshore locations, painting areas, 
gas installations, containers, firework factories and 
emergency showers. Furthermore, you will find them 
in battery shops, gas pumps and storage for 
ammunition. The convector can be used for both 
floor and wall mounting.
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‘DIMENSION A’

MESH GUARD

MOUNTING BRACKET SUPPORT

‘DIMENSION C’

EXTERNAL EARTH STUD
CABLE ENTRY

TERMINAL BOX
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‘DIMENSION B’

Type table

STANDARD RANGE

COMPACT RANGE

 (Watt)	                 (Volt)                (mm) (mm) (mm) (kg)

Type		 T-class      Power Voltage 	 	 	 Weight

			







ATEX / IECEx II 2 G
Ex e IIC aT2 to T4 Gb, zone 1 and zone 2
CSA Class 1, division 2, Groups A, B, C, D. T-class T4, T3 or T2 CU 
TR (EAC) and KGS
Steel, powder coated
Standard delivered with pre-drilled mounting legs 

*Different voltages on request
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FAW-C-250	 T2/T3	 		 240		 350		 160		 282    

FAW-C-500	 T2/T3	 		 240		 350		 160		 282   

FAW-C-750	 T2/T3	 		 240		 615		 160		 545    

FAW-C-1000	 T2/T3	   		  240		  615		  160		  545		     

FAW250		 T2/T3	     		  240		  971		  160		  860		    

FAW500	 T2/T3	     		 240		 971		 160		 860		

FAW750		 T2/T3	     		  240		  971		  160 		 860		   

FAW1000	 T2/T3	  		  240		  1221		  160		  1145		

FAW1500	 T2/T3	   		  240		  1741		  160		  1640		

FAW2000	 T2/T3	   		  240		  174		  272		  1640		

FAW2000-SB	 T2/T3	   		  240		  1221		  272 		 1145		   

FAW2500	 T2/T3	   		  240		  1741		  272		  1640		   

FAW3000	 T2/T3	   		  240		  1741		  272 		 1640 		  

FAW250-T4	 T4	      		 240		 1886		 160		 1784		  

FAW500-T4	 T4	     		  240		  1886		  160		  1784		   

FAW750-T4	 T4	     		 240		 1886		 160		 1784   

FAW1000-T4	 T4	  		  240		  1886		  272 		 1784		

FAW1250-T4	 T4	   		  240		  1886		  272		  1784 		  

FAW1500-T4	 T4	   		  240		  1886		  272		  1784 		  
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